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Tests were made to determine the ability of an alovatoi' hﬁ\go bracket in the XB-38 bomber. at station 7
with hinge line at 28.5% of the elevator chord, to withatand the design ultimate load,, Two test specimens
were fabricated and tested. Specimen 36T7669-2 consisted of two (095 gage 3-in. ST tubes, two 36T671-7
magnesium fork end fittings, and one 36 adjustable elevator hinge fitting, also made of msznulum.
Specimen $6T669-0 consisted of two .083 jlge 3-in. X4130 steel tubes, two 36T871-6 magneafum fork end |
fittings, ose 36TE70 adjustable elevator hinge fitting, also made of magnesium, and a dummy steel lock
bracket. Both elevator hinge brackets exceeded the design ulﬂmutn load for the conditions tcltod and are
considered ltruhrany satisfactory.
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CONTROL SURFACES ~ ELEVATOR HINGE BRACKET -
STA. 7 - STATIC TEST

t
Elg C.V.A,C., Drawings

32T669 - Elevator Hinge Bracket
%63238 - Fittings, Elevator Hinge bracket

(2) Preliminary Stress Analysis, XB-36 Horizontal Tail

ngzggnx To fulfill commitment made to the A,T.S5.C. by C.V.A.C.

etter 22352 - FW # 1591,concerning the ability of a
typical elevator hinge bracket, at station 7 (133) with
hinge line at 28,5 % of the elevator chord, to withstand
the design ultimate load,

e- SUMMARY: Specimen 36T669-2 was tested for the hinge load

g condition only, The bracket supported the design ultimate
load of 11,630 # without distressi end. fitting 367671
. falled in éension at the net section under a hinge load of
12,700 #, 109 £ of the design ultimate load of 11,630 #,

Specimen 36T669-0 was tested for the combined hinge and

lock load condition. The bracket supported the design
ultimate load with no indications of distortion and with-
‘stood 212 £ of the design ultimate lock loads of 4,470 #

ug at the hinge and 8,210 # down at the lock fitting.Since
the specimen d1d not fail under the 212 § load,the bracket
was subjected to the hinge loading condition. Tha test
resulted in failure at a load of 13,500 #, and was identical
to the failure of specimen 36r669-2, ,

Both elevator hinge brackets exceeded the design ultimate
- load for the condltions tested and are considered structurally

satisfactory.

MIIRESSES :

: W, Nardin - A.A.F.
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CONTROL SURFACES ~ ELEVATOR HINGE BRACKET -
8TA. 7 - STATIC TEST

To determine the &bility of the elevator hinge bracket

Qﬁﬂiﬂﬂh

at Station 7 (133) with the hinge line at 28,5 % of the
elevator chord to withstand the design ultimate load en=
countered in low angle of attack (most aft c.g.) and locked

(ground loads) conditions.

t Two specimens were fabricated in
accordance w V.A.C. drawing 367669, shown in detail
in Figure 1. Specimen 6!669-2-consiste5 of two 095 gage
3" 24ST tubes, two 36T671-7 magnesium fork end fittings,
and one 36T676 adjustable elevator hinge fitting, also
made of magnesium, The bracket was assembled with the
hinge line at 28.9 ¥ of the alevator chord.

" 1 Specimen 36T669-0 consisted of two ,083 gage 3" X4130 gtesl

: tubes, two 36TE71-6 magnesium fork end fittings, one 361670
'ndjus%able elevator hinge fitting, alsc made of magnesium,
and a dummy steel lock bracket. The bracket was assembled
with the hinge line at 28.5 £ of the elevator chord.

The lock. mechanism was not available but was simulated by a
steel bracket as shown below:
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: ‘ - ultimate load, and deflection readings taken after each load
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N ~UP oc $ Specimen 36T669-2 was tested for
the down load condition as shown 1n Figures 2 and 3. The
lateral support offered by the elevator and stabilizer was
simulated by restraining the slde movement of the load
column which received the thrust of a 12 ton calibrated
‘hydraulic jJack. A dial gage was set up to check the lateral
movement of the column, if any.

Specimen 36T669-0 was tested for the combined hinge and
lock load condition as shown in Figures 2, 6 &7 By means

- of a loading beam the thrust of the 12 ton calibrated
hydraulic jack supplied a down load at the loek bracket
an@ an up load gt the hinge point, Lateral support at the
hinge point was provided in the same manner in testing
this specimen as for specimen 36T669-2, Since this specimen
withstood 212 ¢ of the design ultimate load without fallure
it was also tested for the hinge load condition,

Each specimen was loaded in increments of 10 £ of the design

‘up to the design yield load, The design yileld load was
released and the specimen checked for permanent set, The
load was again applied until reaching the design ultimate
load and the specimen was examined after this load for
indications of distortion or apperent fallure., Loading was
then continued until failure of the specimen occurred,
except in the case of specimen 36T669-0,

Bﬁﬁﬂ1§§= Specimen 367669-2 supported the design ylield load of
650 # and withstood the design ultimate loadg end fittin
e

671 failed in tension at the net section under a load o
12,700 #, 110 § of the design ultimate load of 11,500 #.
See Figures 3, 4, and 5 for details of failure., No permanent
set after the design yield load was noted. :

Specimen 36T669-0 supported the design ultimate loads of
4,470 # up at the hinge and 8,210 ¢ down at the lock with no
indications of fallure or serious distortion andwithstood
212 % of the design ultimate load, The permanent set resulting
from torque of the lock load recorded afier application of
design yield load. was negligible,being approximately 1/32%
down at the hinge. After releasing the 212 ¥ load consider-
able distortion was noted in the steel tubes at the attach-
‘[} ment points of the dummy steel lock bracket.
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Since specimen 36T660-0 did not fail under the 212 ¥ load,
the bracket was subjected to the hinge lomding condition,

The test resulted in fallure at a load of 13,500 #, 116 %

of the design ultimate load of 11,630 #, and was ldentical
to the failure of specimen 36T669-2,

nzﬁgygglgg: In view of the fact the 3" hinge attachment holts

“showed considerable hending it became apparent that failure
was influenced by this condition. The fork fitting which
failed in tension was designed on the assumption that the
%" bolt loaded each prong of the fitting axially giving a
stress at failure,P/A = 25,700 psi, Materdal coupons from
this fitting, however, ind{cated an allovable ultimate
tensile stress of 51,000 psi.

The above differences in stress indicated a diserepancy in
the basic assumption that the forks were axially loaded. An
analysis based on a triangular distribution 1s shown on the
succeeding pageg the calculated maximum stress is 52,200 psi.

A comparison of this 52,200 psi stress with the material

value of 51,000 psi obtained from test coupons of the
actual tittlngs indicates that the assumption of triangular
ressure distribution is conservative by approximately

Tt 'was decided that if the above analysis 1s correct a
larger bolt would change the distribution, reduce the moment,
and result in a higher load at fallure. Consequently an
identical fitting to those tested and using an AN1O bolt
rather than an AN8 was set up for a stralght tension pull in
the 200,000 # Southwark - Emery testing machine.

Failure of this specimen occurred as before and at a load of
25,750 ¢. Using 51,000 psi as an ultimate stress at faillure
and solving for the eccentricity it was found that the
larger bolt reduced the eccentricity approximately 63 %.

ggnggg§1%§§: Both elsvator hinge brackets exceeded the design
‘ timate loads for the conditions tested and are considered
satisfactory., However, the type of failure indicates that:
(1) The assumptfon that the end fitting bolts load each
prong of the fork fitting axially is incorrect.
(2) All magnesium fittings of Dow Ol-HTAi or similar bar stock
_designed on the basis of this assumptiion should be re-
investigated, Primarily this involves those fittings
attaching the wing trailing edge to the rear spar fittings,
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